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Citilog CT-IM

Al-Powered Automatic Incident Detection

CT-IM is an Al-powered Automatic Incident Detection platform providing real-time incident detection and traffic analytics
for tunnels, highways and bridges with industry-leading accuracy and ultra-low false alarm rates.
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TECHNICAL OVERVIEW
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ARCHITECTURE TECHNICAL SPECIFICATIONS
VIDEO SOURCES CT-IM ANALYTICS
= = Deployment Server-based / Edge-based
o T =
'—j '—j ——: (AXIS cameras)
EDGE-BASED .
I Camera support ONVIF Profile S, RTSP
CT-IM ANALYTICS Operating system  Windows Server 2025 /
e _” Windows 11 Pro
SERVER-BASED Redundancy Full redundancy or Hot-
I_* spare
CT-CENTER Multi-site Super-server architecture
User interface CT-Center Client (Desktop)
CiWi (Web interface)
OPEN INTERFACES Configuration Centralized via CT-Center
OPC-UA XML TCP
i Security Userroles, HTTPS,
INTEGRATION encrypted data
g == E:% Localization Multi-language
VMS SCADA Traffic Management
Systems
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OPERATING CAPABILITIES ECOSYSTEM & INTEGRATION
Cameras / server Up to 30 VMS COMPATIBILITY
Cameras / AID Up to 900
system Milestone XProtect ’ milestone

Supported resolution From 576p

Genetec Security Center (a Genetec

Supported framerate From 5 FPS Security Center.

Vehicle classification * Vehicle type (4 classes)
methods * Length-based
* Hybrid (vehicle type combined
with length-based)
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Lighting conditions Day / Night \U_A/ — _—

OPEN INTERFACES

Weather conditions Rain / Snow / Fog / Low visibility
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Detections Outputs methods Modes & Hot Standby communication
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